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Series 1000 Distributors ISO 5599/1 5/2 - 5/3
Size 1

2.113

2

Specifications may be subject to change without prior notice

Distributors ISO 5599/1 5/2 - 5/3Size 1Serie 1000_GB_2012Distributors ISO 5599/1 5/2 - 5/3 - Size 1Pneumatic - Spring - 5/2

Distributors ISO 5599/1 5/2 - 5/3Size 1Pneumatic - Differential - 5/2

Distributors ISO 5599/1 5/2 - 5/3Size 1Pneumatic - Pneumatic - 5/2

Distributors ISO 5599/1 5/2 - 5/3Size 1Pneumatic - Pneumatic - 5/3

 

Pneumatic - Spring - 5/2

Ordering code

1001.52.1.9

Weight gr. 780
Minimum operating pressure 2,5 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +70 840

 

Pneumatic - Differential - 5/2

Ordering code

1001.52.1.6

Weight gr. 790
Minimum operating pressure 2 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +70 840

 

Pneumatic - Pneumatic - 5/2

Ordering code

1001.52.1.8

Weight gr. 800
Minimum operating pressure 1,5 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +70 840

 

Pneumatic - Pneumatic - 5/3

Ordering code

1001.53.f.1.8

f

FUNCTION

31 = Closed centres

32 = Open centres

33 = Pressured centres

Weight gr. 800
Minimum operating pressure 3 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +70 720



Electrodistributors ISO 5599/1 5/2 - 5/3
Size 1

Series 1000

2.114

2

Specifications may be subject to change without prior notice

Electrodistributors ISO 5599/1 5/2 - 5/3Size 1Serie 1000_GB_2012Electrodistributors ISO 5599/1 5/2 - 5/3 - Size 1Solenoid - Spring - 5/2

Electrodistributors ISO 5599/1 5/2 - 5/3Size 1Solenoid - Differential - 5/2

Electrodistributors ISO 5599/1 5/2 - 5/3Size 1Solenoid - Solenoid - 5/2

Electrodistributors ISO 5599/1 5/2 - 5/3Size 1Solenoid - Solenoid - 5/3

 

Solenoid - Spring - 5/2

Ordering code

1051.52.3.9.M2

Weight gr. 890
Minimum operating pressure 2,5 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 840

 

Solenoid - Differential - 5/2

Ordering code

1051.52.3.6.M2

Weight gr. 900
Minimum operating pressure 2 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 840

 

Solenoid - Solenoid - 5/2

Ordering code

1051.52.3.5.M2

Weight gr. 1040
Minimum operating pressure 1,5 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 840

 

Solenoid - Solenoid - 5/3

Ordering code

1051.53.f.3.5.M2

f

FUNCTION

31 = Closed centres

32 = Open centres

33 = Pressured centres

Weight gr. 1040
Minimum operating pressure 3 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 720



Series 1000 Distributors ISO 5599/1 5/2 - 5/3
Size 2

2.115

2

Specifications may be subject to change without prior notice

Distributors ISO 5599/1 5/2 - 5/3Size 2Serie 1000_GB_2012Distributors ISO 5599/1 5/2 - 5/3 - Size 2Pneumatic - Differential - 5/2

Distributors ISO 5599/1 5/2 - 5/3Size 2Pneumatic - Pneumatic - 5/2

Distributors ISO 5599/1 5/2 - 5/3Size 2Pneumatic - Pneumatic - 5/3

 

Pneumatic - Differential - 5/2

Ordering code

1002.52.1.6

Weight gr. 730
Minimum operating pressure 2 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +70 1700

 

Pneumatic - Pneumatic - 5/2

Ordering code

1002.52.1.8

Weight gr. 800
Minimum operating pressure 1,5 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +70 1700

 

Pneumatic - Pneumatic - 5/3

Ordering code

1002.53.f.1.8

f

FUNCTION

31 = Closed centres

32 = Open centres

33 = Pressured centres

Weight gr. 740
Minimum operating pressure 3 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +70 1700



Electrodistributors ISO 5599/1 5/2 - 5/3
Size 2

Series 1000

2.116

2

Specifications may be subject to change without prior notice

Electrodistributors ISO 5599/1 5/2 - 5/3Size 2Serie 1000_GB_2012Electrodistributors ISO 5599/1 5/2 - 5/3 - Size 2Solenoid - Differential - 5/2

Electrodistributors ISO 5599/1 5/2 - 5/3Size 2Solenoid - Solenoid - 5/2

Electrodistributors ISO 5599/1 5/2 - 5/3Size 2Solenoid - Solenoid - 5/3

 

Solenoid - Differential - 5/2

Ordering code

1052.52.3.6.M2

Weight gr. 850
Minimum operating pressure 2 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 1700

 

Solenoid - Solenoid - 5/2

Ordering code

1052.52.3.5.M2

Weight gr. 980
Minimum operating pressure 1,5 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 1700

 

Solenoid - Solenoid - 5/3

Ordering code

1052.53.f.3.5.M2

f

FUNCTION

31 = Closed centres

32 = Open centres

33 = Pressured centres

Weight gr. 980
Minimum operating pressure 3 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 1700



Series 1000 Distributors and electrodistributors ISO 5599/1
Size 1 and 2 - Bases

2.117

2

Specifications may be subject to change without prior notice

Distributors and electrodistributors ISO 5599/1 Size 1 and 2 - BasesSerie 1000_GB_2012Distributors and electrodistributors ISO 5599/1  - Size 1 and 2 - BasesBase CNOMO for 32 mm Solenoid valveBase for 32 mm Solenoid valve

Distributors and electrodistributors ISO 5599/1 Size 1 and 2 - BasesBase with bottom connections size 1Base with side connections size 1

Distributors and electrodistributors ISO 5599/1 Size 1 and 2 - BasesInlet blocksBase with bottom connections size 2

 

Base CNOMO for 32 mm Solenoid valve Base for 32 mm Solenoid valve

Ordering code
 

Ordering code

1001.04 Weight gr. 90 1001.05 Weight gr. 60

 

Base with bottom connections size 1 Base with side connections size 1

Ordering code
 

Ordering code

1001.00 1001.01

Weight gr. 320
1 = INLET PORT  2-4 = OUTLET PORTS
3-5 = EXHAUST PORTS  12-14 = PILOT PORTS

Weight gr. 445
1 = INLET PORT  2-4 = OUTLET PORTS

3-5 = EXHAUST PORTS  12-14 = PILOT PORTS

 

Inlet blocks Base with bottom connections size 2

Ordering code
 

Ordering code

1001.02 1002.00

Weight gr. 55 Weight gr. 520
1 = INLET PORT  2-4 = OUTLET PORTS

3-5 = EXHAUST PORTS  12-14 = PILOT PORTS



Technopolymer Distributors ISO 5599/1 5/2 - 5/3
Size 1

Series 1000

2.118

2

Specifications may be subject to change without prior notice

Technopolymer Distributors ISO 5599/1 5/2 - 5/3Size 1Serie 1000_GB_2012Technopolymer Distributors ISO 5599/1 5/2 - 5/3 - Size 1Pneumatic - Spring - 5/2

Technopolymer Distributors ISO 5599/1 5/2 - 5/3Size 1Pneumatic - Differential - 5/2

Technopolymer Distributors ISO 5599/1 5/2 - 5/3Size 1Pneumatic - Pneumatic - 5/2

Technopolymer Distributors ISO 5599/1 5/2 - 5/3Size 1Pneumatic - Pneumatic - 5/3

 

Pneumatic - Spring - 5/2

Ordering code

1011.52.1.9

Weight gr. 230
Minimum operating pressure 2,5 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 900

 

Pneumatic - Differential - 5/2

Ordering code

1011.52.1.6

Weight gr. 240
Minimum operating pressure 2 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 900

 

Pneumatic - Pneumatic - 5/2

Ordering code

1011.52.1.8

Weight gr. 240
Minimum operating pressure 1,5 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 900

 

Pneumatic - Pneumatic - 5/3

Ordering code

1011.53.f.1.8

f

FUNCTION

31 = Closed centres

32 = Open centres

33 = Pressured centres

Weight gr. 240
Minimum operating pressure 3 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 900



Series 1000 Technopolymer Electrodistributors ISO 5599/1 5/2 - 5/3
Size 1

2.119

2

Specifications may be subject to change without prior notice

Technopolymer Electrodistributors ISO 5599/1 5/2 - 5/3Size 1Serie 1000_GB_2012Technopolymer Electrodistributors ISO 5599/1 5/2 - 5/3 - Size 1Solenoid - Spring - 5/2

Technopolymer Electrodistributors ISO 5599/1 5/2 - 5/3Size 1Solenoid - Differential - 5/2

Technopolymer Electrodistributors ISO 5599/1 5/2 - 5/3Size 1Solenoid - Solenoid - 5/2

Technopolymer Electrodistributors ISO 5599/1 5/2 - 5/3Size 1Solenoid - Solenoid - 5/3

 

Solenoid - Spring - 5/2

Ordering code

1011.52.3.9.m

m
MECHANICAL CODE

See Valves Series 300 CNOMO

Weight gr. 290
Minimum operating pressure 2,5 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 900

 

Solenoid - Differential - 5/2

Ordering code

1011.52.3.6.m

m
MECHANICAL CODE

See Valves Series 300 CNOMO

Weight gr. 290
Minimum operating pressure 2 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 900

 

Solenoid - Solenoid - 5/2

Ordering code

1011.52.3.5.m

m
MECHANICAL CODE

See Valves Series 300 CNOMO

Weight gr. 350
Minimum operating pressure 1,5 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 900

 

Solenoid - Solenoid - 5/3

Ordering code

1011.53.f.3.5.m

f

FUNCTION

31 = Closed centres

32 = Open centres

33 = Pressured centres

m
MECHANICAL CODE

See Valves Series 300 CNOMO

Weight gr. 350
Minimum operating pressure 3 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 900



Technopolymer Distributors ISO 5599/1 5/2 - 5/3
Size 2

Series 1000

2.120

2

Specifications may be subject to change without prior notice

Technopolymer Distributors ISO 5599/1 5/2 - 5/3Size 2Serie 1000_GB_2012Technopolymer Distributors ISO 5599/1 5/2 - 5/3 - Size 2Pneumatic - Spring - 5/2

Technopolymer Distributors ISO 5599/1 5/2 - 5/3Size 2Pneumatic - Differential - 5/2

Technopolymer Distributors ISO 5599/1 5/2 - 5/3Size 2Pneumatic - Pneumatic - 5/2

Technopolymer Distributors ISO 5599/1 5/2 - 5/3Size 2Pneumatic - Pneumatic - 5/3

 

Pneumatic - Spring - 5/2

Ordering code

1012.52.1.9

Weight gr. 300
Minimum operating pressure 2,5 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 1600

 

Pneumatic - Differential - 5/2

Ordering code

1012.52.1.6

Weight gr. 310
Minimum operating pressure 2 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 1600

 

Pneumatic - Pneumatic - 5/2

Ordering code

1012.52.1.8

Weight gr. 310
Minimum operating pressure 1,5 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 1600

 

Pneumatic - Pneumatic - 5/3

Ordering code

1012.53.f.1.8

f

FUNCTION

31 = Closed centres

32 = Open centres

33 = Pressured centres

Weight gr. 310
Minimum operating pressure 3 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 1600



Series 1000 Technopolymer Electrodistributors ISO 5599/1 5/2 - 5/3
Size 2

2.121

2

Specifications may be subject to change without prior notice

Technopolymer Electrodistributors ISO 5599/1 5/2 - 5/3Size 2Serie 1000_GB_2012Technopolymer Electrodistributors ISO 5599/1 5/2 - 5/3 - Size 2Solenoid - Spring - 5/2

Technopolymer Electrodistributors ISO 5599/1 5/2 - 5/3Size 2Solenoid - Differential - 5/2

Technopolymer Electrodistributors ISO 5599/1 5/2 - 5/3Size 2Solenoid - Solenoid - 5/2

Technopolymer Electrodistributors ISO 5599/1 5/2 - 5/3Size 2Solenoid - Solenoid - 5/3

 

Solenoid - Spring - 5/2

Ordering code

1012.52.3.9.m

m
MECHANICAL CODE

See Valves Series 300 CNOMO

Weight gr. 360
Minimum operating pressure 2,5 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 1600

 

Solenoid - Differential - 5/2

Ordering code

1012.52.3.6.m

m
MECHANICAL CODE

See Valves Series 300 CNOMO

Weight gr. 360
Minimum operating pressure 2 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 1600

 

Solenoid - Solenoid - 5/2

Ordering code

1012.52.3.5.m

m
MECHANICAL CODE

See Valves Series 300 CNOMO

Weight gr. 420
Minimum operating pressure 1,5 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 1600

 

Solenoid - Solenoid - 5/3

Ordering code

1012.53.f.3.5.m

f

FUNCTION

31 = Closed centres

32 = Open centres

33 = Pressured centres

m
MECHANICAL CODE

See Valves Series 300 CNOMO

Weight gr. 420
Minimum operating pressure 3 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 1600



Distributors ISO 5599/1 5/2 - 5/3
Size 3

Series 1000

2.122

2

Specifications may be subject to change without prior notice

Distributors ISO 5599/1 5/2 - 5/3Size 3Serie 1000_GB_2012Distributors ISO 5599/1 5/2 - 5/3 - Size 3Pneumatic - Spring - 5/2

Distributors ISO 5599/1 5/2 - 5/3Size 3Pneumatic - Differential - 5/2

Distributors ISO 5599/1 5/2 - 5/3Size 3Pneumatic - Pneumatic - 5/2

Distributors ISO 5599/1 5/2 - 5/3Size 3Pneumatic - Pneumatic - 5/3

 

Pneumatic - Spring - 5/2

Ordering code

1013.52.1.9

Weight gr. 1000
Minimum operating pressure 2,5 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 3600

 

Pneumatic - Differential - 5/2

Ordering code

1013.52.1.6

Weight gr. 1020
Minimum operating pressure 2 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 3600

 

Pneumatic - Pneumatic - 5/2

Ordering code

1013.52.1.8

Weight gr. 1050
Minimum operating pressure 1,5 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 3600

 

Pneumatic - Pneumatic - 5/3

Ordering code

1013.53.f.1.8

f

FUNCTION

31 = Closed centres

32 = Open centres

33 = Pressured centres

Weight gr. 1050
Minimum operating pressure 3 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 3000



Series 1000 Distributors ISO 5599/1 5/2 - 5/3
Size 3

2.123

2

Specifications may be subject to change without prior notice

Distributors ISO 5599/1 5/2 - 5/3Size 3Pneumatic - Spring - 5/2

Distributors ISO 5599/1 5/2 - 5/3Size 3Pneumatic - Differential - 5/2

Distributors ISO 5599/1 5/2 - 5/3Size 3Pneumatic - Pneumatic - 5/2

Distributors ISO 5599/1 5/2 - 5/3Size 3Pneumatic - Pneumatic - 5/3

 

Pneumatic - Spring - 5/2

Ordering code

1013.52.3.9.m

m
MECHANICAL CODE

See Valves Series 300 CNOMO

Weight gr. 1060
Minimum operating pressure 2,5 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 3600

 

Pneumatic - Differential - 5/2

Ordering code

1013.52.3.6.m

m
MECHANICAL CODE

See Valves Series 300 CNOMO

Weight gr. 1080
Minimum operating pressure 2 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 3600

 

Pneumatic - Pneumatic - 5/2

Ordering code

1013.52.3.5.m

m
MECHANICAL CODE

See Valves Series 300 CNOMO

Weight gr. 1170
Minimum operating pressure 1,5 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 3600

 

Pneumatic - Pneumatic - 5/3

Ordering code

1013.53.f.3.5.m

f

FUNCTION

31 = Closed centres

32 = Open centres

33 = Pressured centres

m
MECHANICAL CODE

See Valves Series 300 CNOMO

Weight gr. 1170
Minimum operating pressure 3 bar

Operational 
characteristic

Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar with p=1 (Nl/min)

Filtered and lubricated air 10 -5 - +50 3000


